


Meter Type Description of Meter

SDM72D-M-2 1P2W, 3P4W 3x230(400)V, 0.5~10(100)A, 50/60Hz, Active energy (kWh), Current / Voltage / Power per phase, Total Power, IMP & EXP energy, 
Pulse output and RS485 Modbus RTU, 100A Direct load, Accuracy better than Class 1/B, 72mm 4 module width, Din rail mounting.
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*Note: current reverse version available
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SDM72D-M-2T 1P2W, 3P4W 3x230(400)V, 0.5~10(100)A, 50/60Hz, 2 Tariffs, Active energy (kWh), Current / Voltage / Power per phase, Total Power, 
IMP & EXP energy, Max. current demand, Max. active power demand, Pulse output and RS485 Modbus RTU, 100A Direct load, 
Accuracy better than Class 1/B, 72mm 4 module width, Din rail mounting.

(100A) SDM72D-M / -2T

Measurement category: IEC 61010-1 CAT III
Current input: Direct connect
Over-voltage category: CAT III
Dielectric withstand: IEC 61010-1 double insulated, IEC 62052-31:2015
Protective class: II
EMC: EN 61326-1:2021 & EN 61326-2-3:2021, EN IEC 62052-11:2021/A11:2022
Low Voltage Directive: EN 61010-1:2010+A1:2019 & EN IEC 61010-2-030:2021+A11:2021, IEC 62052-31:2015
MID Std: EN 50470-3:2022 and IEC / EN IEC 62052-11:2021/A11:2022, IEC 62052-31:2015 


